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POWER MEETS PRECISION FIBRO

ROTARY TABLES

FIBROTOR®
VR.NC.16

DIMENSIONS
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ENCODING A e N I A I O O I e S R e
TECHNICAL DATA CODE
Table top dimensions 2] Standard dimensions @ 520 mm .0520
without motor .0
Drive motor E AC servomotor (SIEMENS) 1FK7105 7
- Special version 9
Drive arrangement ﬂ see drive arrangements XXX
Division B NC-programmable .00
6| without additional modules 0
. Standard (horizontal, axis of rotation vertical) .0
AL LSS B Trunnion Drive (vertical, axis of rotation horizontal) .3
B without additional modules 0

DRIVE ARRANGEMENT
21 221 222 231 232

horizontal, axis of
rotation vertical

vertical, axis of
rotation horizontal




FIBROTOR®*VR.NC.16

TECHNICAL DATA

Indexing accuracy in arc seconds + 25
Indexing accuracy in arc length @520 mm + 0.031 mm
Repeatability in arc seconds + 8¢
Repeatability in arc length @520 mm + 0.01 mm
Axial runout table top based on @ 520 mm 0.04 mm
Concentricity centre hole based on @ 245 mm 0.05 mm
Plane parallelism based on @ 520 mm 010 mm
Centre hole @125 mm
Direction of rotation CW-CCW rotation
Standard horizontal, axis of rotation vertical
Working position Trunnion Drive execution vertical, axis of rotation horizontal
upside-down on demand
Weight without motor ca. 390 kg
LOAD DATA*
Perm. add-on diameter mm 3,400

Perm. axial loading on rotating table top F, - N 78,000 MKQ
Perm. axial loading on positioned table top F, ., N 148,000 P -
Perm. radial loading on rotating table top F | N 36,000 : (6. \ -
Perm. radial loading on positioned table top F_ _ . N 51,000 SN
Perm. tilting moment on rotating table top M, . Nm 8,000 A/) 4
Perm. tilting moment on positioned table top M, Nm 13,300 - 6
Perm. drive torque on rotating table top T, , . Nm 5,100
Perm. tangential moment on positioned table top T, _ . Nm 5,800
Perm. torque on input shaft (without motor and gear) Nm 470
*combined loads only after examination by FIBRO
INDEXING TIMES
5
45 ot

2,5 /
15 Wl
/

1
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POWER MEETS PRECISION FIBRO

ROTARY TABLES

FIBROTOR®
VR.NC.17

DIMENSIONS
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TECHNICAL DATA CODE
Table top dimensions 2] Standard dimensions @ 680 mm .0680
without motor .0
Drive motor B AC servomotor (SIEMENS) 1FK7105 7
- Special version 9
Drive arrangement ﬂ see drive arrangements XXX
Division B NC-programmable .00
6| without additional modules 0
. Standard (horizontal, axis of rotation vertical) .0
AL LSS B Trunnion Drive (vertical, axis of rotation horizontal) .3
8] without additional modules 0
DRIVE ARRANGEMENT
211 221 222 231 232

horizontal, axis of
rotation vertical

vertical, axis of
rotation horizontal




TECHNICAL DATA

FIBROTOR®*VR.NC.17

Indexing accuracy in arc seconds + 20°
Indexing accuracy in arc length @680 mm + 0.0833 mm
Repeatability in arc seconds + 5"
Repeatability in arc length @680 mm + 0.008 mm
Axial runout table top based on @ 680 mm 0.04 mm
Concentricity centre hole based on @ 400 mm 0.05 mm
Plane parallelism based on @ 680 mm 0.10 mm
Centre hole @280 mm

Direction of rotation

CW-CCW rotation

Standard horizontal, axis of rotation vertical
Working position Trunnion Drive execution vertical, axis of rotation horizontal
upside-down on demand
Weight without motor ca. 550 kg
LOAD DATA*
Perm. add-on diameter mm 4,700
Perm. axial loading on rotating table top F, - N 102,000 MK/-FA\/
Perm. axial loading on positioned table top F, ., N 192,000 P -
Perm. radial loading on rotating table top F | N 48,000 )
Perm. radial loading on positioned table top F_ _ . N 67,000 SN
Perm. tilting moment on rotating table top M, . Nm 15,000 /, .
Perm. tilting moment on positioned table top M, _ . Nm 22,000 od
Perm. drive torque on rotating table top T, , . Nm 10,400
Perm. tangential moment on positioned table top T, _ . Nm 12,000
Perm. torque on input shaft (without motor and gear) Nm 720
*combined loads only after examination by FIBRO
INDEXING TIMES
5,00
4,50 //
@ 4,00
_E / /
3,50
£ 3,00 P—— —_———
= 2,50
£ 200
& 150 -
2 1,00 - . - ]
0.50 14.000 kgm 7.000 kgm 2.000 kgm
0,00 ; ; : : ‘ ; ; ‘
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rotation angle in °



POWER MEETS PRECISION FIBRO

ROTARY TABLES

FIBROTOR®
VR.NC.18

DIMENSIONS
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ENCODING an e I A e A N
TECHNICAL DATA CODE
Table top dimensions 2] Standard dimensions @ 820 mm .0820
without motor .0
Drive motor B AC servomotor (SIEMENS) 1FK7105 7
- Special version 9
Drive arrangement ﬂ see drive arrangements XXX
Division B NC-programmable .00
6| without additional modules 0
. Standard (horizontal, axis of rotation vertical) .0
AL LSS B Trunnion Drive (vertical, axis of rotation horizontal) .3
B without additional modules 0

DRIVE ARRANGEMENT
21 221 222 231 232

horizontal, axis of
rotation vertical

N

. 3 e

&Y

Y

vertical, axis of
rotation horizontal




FIBROTOR®*VR.NC.18

TECHNICAL DATA

Indexing accuracy in arc seconds + 20°
Indexing accuracy in arc length @820 mm + 0.039 mm
Repeatability in arc seconds + 5"
Repeatability in arc length @820 mm + 0.010 mm
Axial runout table top based on @ 820 mm 0.05 mm
Concentricity centre hole based on @ 540 mm 0.06 mm
Plane parallelism based on @ 820 mm 0.10 mm
Centre hole @410 mm
Direction of rotation CW-CCW rotation
Standard horizontal, axis of rotation vertical
Working position Trunnion Drive execution vertical, axis of rotation horizontal
upside-down on demand
Weight without motor ca. 650 kg
LOAD DATA*
Perm. add-on diameter mm 6,800
Perm. axial loading on rotating table top F, - N 127,000
Perm. axial loading on positioned table top F, _ N 234,000
Perm. radial loading on rotating table top F | N 64,000
Perm. radial loading on positioned table top F_ _ . N 90,000
Perm. tilting moment on rotating table top M, . Nm 24,000
Perm. tilting moment on positioned table top M, _ . Nm 40,000
Perm. drive torque on rotating table top T, , . Nm 12,800
Perm. tangential moment on positioned table top T, _ . Nm 16,000
Perm. torque on input shaft (without motor and gear) Nm 710
*combined loads only after examination by FIBRO
INDEXING TIMES
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5,00 —
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£
*é 3,00
x
S 2,00
- e=—20.000 kgm?  ==10.000 kgm? 3.000 kgm?
1,00
0,00 w w w \ \ ‘ ‘ ‘ ‘
0 20 40 60 80 100 120 140 160 180

rotation angle in °©



POWER MEETS PRECISION FIBRO

ROTARY TABLES

FIBROTOR®
VR.NC.20

DIMENSIONS

#1020
Yo
(o]
™
! 1065
A H 4] 5 6 B
ENCODING e e N O (O A R R e e R e A
TECHNICAL DATA CODE
Table top dimensions 2] Standard dimensions @ 1.020 mm 1020
without motor .0
Drive motor B AC servomotor (SIEMENS) 1FK7105 7
- Special version 9
Drive arrangement ﬂ see drive arrangements XXX
Division B NC-programmable .00
6| without additional modules 0
. Standard (horizontal, axis of rotation vertical) .0
AL LSS B Trunnion Drive (vertical, axis of rotation horizontal) .3
B without additional modules 0
DRIVE ARRANGEMENT
221 222 231 232
horizontal, axis of /\\/ !%:' /@ A @A
rotation vertical A & P e

vertical, axis of
rotation horizontal




FIBROTOR®*VR.NC.20

TECHNICAL DATA

Indexing accuracy in arc seconds + 20°
Indexing accuracy in arc length ©@1,020 mm + 0.049 mm
Repeatability in arc seconds + 5"
Repeatability in arc length @1,020 mm + 0.012 mm
Axial runout table top based on @ 1,020 mm 0.05 mm
Concentricity centre hole based on @ 740 mm 0.08 mm
Plane parallelism based on @ 1,020 mm 0.10 mm
Centre hole @610 mm
Direction of rotation CW-CCW rotation
Standard horizontal, axis of rotation vertical
Working position Trunnion Drive execution vertical, axis of rotation horizontal
upside-down on demand
Weight without motor ca. 820 kg
LOAD DATA*
Perm. add-on diameter mm 8,800
Perm. axial loading on rotating table top F, - N 175,000
Perm. axial loading on positioned table top F, _ N 316,000
Perm. radial loading on rotating table top F | N 90,000
Perm. radial loading on positioned table top F_ _ . N 112,000
Perm. tilting moment on rotating table top M, . Nm 45,000
Perm. tilting moment on positioned table top M, _ . Nm 75,000
Perm. drive torque on rotating table top T, , . Nm 16,750
Perm. tangential moment on positioned table top T, _ . Nm 28,000
Perm. torque on input shaft (without motor and gear) Nm 1,000
*combined loads only after examination by FIBRO
INDEXING TIMES
7,00
6,00 =
; 5,00 //
(0]
_g 4,00 -
2 3,00 -
3
g 2,00 -
100
0.00 | | | | —48.900 kgm? ‘—30.000 ‘kgmz | 10.000 kgr‘n2
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FIBRO Rundtische GmbH FIBRO Rotary Tables US Inc.

WeidachstraBe 41-43 139 Harrison Avenue

74189 Weinsberg Rockford, IL 61104
DEUTSCHLAND USA

T +49 7134 73-0 T +1 815 32 96 248
info@fibroRT.com info.us@fibroRT.com
www.fiboroRT.com www.fibroRT.com

FIBRO Rotary Tables FIBRO Precision Components
India Private Limited (Shanghai) Co., Ltd

Plot No: A-55, Phase I, Room (1102-A02) Feidiao International Tow-
Chakan Midc, Taluka Khed, er, No. 1065 Zhaojiabang Road,
Pune — 410 501 Xuhui Distric, 200030 Shanghai
INDIEN CHINA

T +91 2135 67 09 00 T +86 21 3416 1967
info.in@fibroRT.com info.cn@fibroRT.com

www.fibroRT.com www.fibroRT.com




